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INTERTEC

DRAFT

LOG OF BORING

Braun Project B14-09480

Geotechnical Evaluation
Elko New Market Site

BORING:

ST-01

LOCATION: See Attached Sketch.

LOG OF BORING N:\GINT\PROJECTS\AX PROJECTS\2014\09480.GPJ BRAUN_V8_CURRENT.GDT 2/26/15 14:43

é SE of I-35 & Duece Road
9 Elko New Market, Minnesota
% DRILLER: M. Nolden METHOD: 3 1/4" HSA, Autohammer DATE: 11215 SCALE: 1"=4
5| Elev. | Depth _ ,
5| feet fest Description of Materials BPF {WL{MC | 0OC Tests or Notes
o 1106.1 0.0| Symbol | (Scil-ASTM D2488 or D2487, Rock-USACE EM1110-1-2808) % | %
S PT [£X ] PEAT, Layers of Organic Silt, dark gray to dark brown
o i, v to black, wet. ]
8 . (Swamp Deposit)
g" W ]
2~ Al i 8
.8.: ZN\E) i
8 - R p—
.gl N
h s x 3 137 27
o N _
E AN
o} "
g K/ L
o Ay -X 5
Q|
o) Ay
_ o _
A R/ 3
_ e 2 _
N
— L ol _
_ o _MwH/1
] X
- Vi 7
e 1, M ]
e X WH 2101 30
— ) 1
_ o, -
— [7\Y/ -
N4
— o .
— Ny
— WH 173 17
1, M
- Y, T
_- L o .
_ 0 _X WH
1082.1|  24.0 o
CH W/ FAT CLAY, gray, wet, very soft.
— / (Alluvium} —
% X WH
— % _X WH
107714 29.0 /I
CL SANDY LEAN CLAY, trace of Gravel, gray, wet, rather
— soft to rather stiff.
(Glacial Till) 5
B14-09480 Braun Interfec Corporation, Bloomington MN 55438 ST-01 page 10of2



g

INTERTEC

DRAFT

LOG OF BORING

Braun Project B14-09480

Geotechnical Evaluation
Elko New Market Site
SE of 1-35 & Duece Road

Elko New Market, Minnesota

BORING:

ST-01 (cont.)

LOCATION: See Attached Sketch.

LOG OF BORING N:\GINT\PROJECTS\AX PROJECTS\2014\09480.GPJ BRAUN_V8_CURRENT.GDT 2/26/15 14:43

n
IS
©
3
g DRILLER: M. Nolden METHOD: 3 1/4" HSA, Autohammer DATE: 1112115 SCALE: 1"=4
‘of Elev. | Depth
§| feet feet Description of Materials BPF |WL|MC | OC| Tests or Notes
§ 1074 .1 32.0| Symbol (Soil-ASTM D2488 or D2487, Rock-USACE EM1110-1-2908) % %
= SANDY LEAN CLAY, trace of Gravel, gray, wet, rather
B soft to rather stiff. M 10
ke, (Glacial Till) {continued) A
6 S~ —
2
[ - —
& X 10
|_1070.1 36.0
g END OF BORING.
= Water not observed to cave-in depth of 10 feet ]
,g — immediately after withdrawal of auger. —
o
A Boring then grouted. -
a
o —
O
o
B14-09480 Braun Intertec Corporation, Bloomington MN 55438 ST-01 page 2 of 2



INTERTEC

DRAFT

LOG OF BORING

Braun Project B14-09480 BORING: ST-02
Geotechnical Evaluation LOCATION: See Attached Sketch.
- Elko New Market Site
5| SE of I-35 & Duece Road
 Elko New Market, Minnesota
@
g DRILLER: M. Nolden METHOD: 3 1/4"HSA, Autohammer DATE: 112/15 SCALE: 1" =4
o
B} Elev. | Depth o )
&l feet feet Description of Materials BPF WL Tests or Notes
§| 1114.8 0.0 Symbol (Soil-ASTM D2488 or D2487, Rock-USACE EM1110-1-2908)
%} SM [7[i;{ SILTY SAND, fine-grained, trace of roots, dark brown,
Bj— ] wet. _ N
9 11128 20 ~ (Topsoil
§ "1 SILTY SAND, fine- to medium-grained, brown, wet,
% _ 1 very loose. _Y 4
& ‘ (Alluvium) A
5] _1110.8 4.0 R ‘
= 7] CLAYEY SAND, trace of Gravel, brown, wet, medium
% — 4 to very stiff, —
e (Glacial Till X 13
9 N
sl
o — _|
7
1 ><
8 /\
o 7
_ _X 17
al . R
5 1098.8 16.0
3 END OF BORING.
= 3 Water not observed with 14 1/2 feet of hollow stem B
el auger in the ground. .
£l Boring then backfilled. —
|
;l — [
2 _
o0
zl- _
3
<
Q- .
g
§ [, —
; e —
ol _
=t _
z
21 _|
Z
gl ]
g
3 -
g
B14-09480 Braun Intertec Corporation, Bloomington MN 55438 ST-02 page 10of 1



=0

ITERTE
C o e b E

DRAFT

LOG OF BORING

Braun Project B14-09480
Geotechnical Evaluation

Elko New Market Site

SE of I-35 & Duece Road
Elko New Market, Minnesota

BORING:

ST-03

LOCATION: See Attached Sketch.

i
S
®
]
g DRILLER: M. Nolden METHOD: 3 1/4" HSA, Autohammer DATE: 112115 SCALE: 1" =4
5| Elev. | Depth o »
5| feet feet Description of Materials BPF WL Tests or Notes
§[ 1118.0 0.0| Symbol (Soil-ASTM D2488 or D2487, Rock-USACE EM1110-1-2908)
= SM ]3] SILTY SAND, trace of roots, dark brown, frozen.
5 - (Topsoil) _
2 1116.0] 20
§ CL LEAN CLAY, layers of Silt, brown, wet, soft to rather
af stiff. _X 11
g (Alluvium)
- _
=]
g _
i X 8
g -
b
) I N
o ]
9 Uik
Q)
2 1109.0 9.0
CL SANDY LEAN CLAY, trace of Gravel, brownish gray,
— wet, stiff to very stiff.
(Glacial Till) 15
— M 16
o "X 29
1100.0 18.0

POORLY GRADED SAND, with Gravel, fine- to
medium-grained, brown, waterbearing, dense.
(Glacial Outwash)

LOG OF BORING N:\GINT\PROJECTS\AX PROJECTS\2014\09480.GPJ BRAUN_V8_CURRENT.GDT 2/26/15 10:15

38
1097.0
END OF BORING.
- Water not observed to cave-in depth of 19 feet ]
— immediately after withdrawal of auger. -
— Boring then backfilled. -
B14-09480 Braun Intertec Corporation, Bloomington MN 55438 87-03 page 10f1



INTERTEC

DRAFT

LOG OF BORING

)

Braun Project B14-09480 BORING:

Geotechnical Evaluation

Elko New Market Site
SE of 1-35 & Duece Road

Elko New Market, Minnesota

ST-04

LOCATION: See Attached Sketch.

sheet for explanation of abbreviations

LOG OF BORING N:\GINT\PROJECTS\AX PROJECTS\2014\09480.GPJ BRAUN_V8_CURRENT.GDT 2/26/15 10:15

DRILLER: M. Nolden METHOD: 3 1/4" HSA, Autohammer DATE: 111215 SCALE; =4
Elev. | Depth )
feet feet Description of Materials BPF WL Tests or Notes
| 1119.3 0.0 | Symbol (Soil-ASTM D2488 or D2487, Rock-USACE EM1110-1-2908)
11189 0.4, SC K44, CLAYEY SAND, trace of roots, dark brown, frozen.
_ CL (Topsoil) L
SANDY LEAN CLAY, trace of Gravel, brownish gray,
- wet, rather stiff to very stiff. T
(Glacial Till) X 12
S
g 7
gl
e X 12
2 -
g
ol n
&
ol _X 13
O
<z
o 15
_ N 19
- TN 24
1103.3 16.0
END OF BORING.
B Water not observed with 14 1/2 feet of hollow stem _
— auger in the ground. —
- Boring then backfilled. —
B14-09480 Braun Intertec Corporation, Bloomington MN 55438 ST-04 page 1of 1



INTERTEC

DRAFT

LOG OF BORING

Braun Project B14-09480 BORING:

Geotechnical Evaluation

Elko New Market Site
SE of I-35 & Duece Road

Elko New Market, Minnesota

ST-05

LOCATION: See Attached Sketch.

LOG OF BORING N:\GINT\PROJECTS\AX PROJECTS\2014\09480.GP} BRAUN_V8_CURRENT.GDT 2/26/15 10:15

0|
S
8
o
g DRILLER: M. Nolden METHOD: 3 1/4" HSA, Autohammer DATE: 11415 SCALE: 1" =4
5| Elev. | Depth o 4
5 feet feet Description of Materials BPF |WL Tests or Notes
Tg' 1115.7 0.0 Symbol (Soil-ASTM D2488 or D2487, Rock-USACE EM1110-1-2908)
3 OL [ — ORGANIC SILT, dark brown to black, wet.
- ] (Swamp Deposit) _
:é _.M_
sl— P— -
o g
2B - _X 6
g —__ L
| 11117 4.0 iy
£ CL LEAN CLAY, lenses of Silt, gray, wet, rather soft.
g __ (Alluvium) ]
= X 6
8- -
g
ol -
§ |
ol— M 5
[ L
2
1105.7 10.0
CL SANDY LEAN CLAY, trace of Gravel, gray, wet, 7
— medium to rather stiff. A
(Glacial Till)
_ _X 9
1101.7 14.0 |
POORLY GRADED SAND, with Gravel, medium- to
—_ coarse-grained, brown, waterbearing, medium dense. __|| 16
lacial h
1099.7 16.0 (Glacial Outwash)
END OF BORING.
B Water not observed to cave-in depth of 14 feet B}
— immediately after withdrawal of auger. ~
- Boring then backfilled. -]
B14-09480 Braun Intertec Corporation, Bloomington MN 55438 S8T-05 page 1 of 1




DRAFT

LOG OF BORING

Braun P

Geotechnical Evaluation
Elko New Market Site

SE of 1-35 & Duece Road
Elko New Market, Minnesota

roject B14-09480

BORING: ST-06

LOCATION: See Attached Sketch.

LOG OF BORING N:AGINT\PROJECTS\AX PROJECTS\2014\09480.GP BRAUN_V8_CURRENT.GDT 2/26/15 10:15

Tg‘
9
B
3
‘g DRILLER: M. Nolden METHOD: 3 1/4" HSA, Autohammer DATE: 11315 SCALE: "=4
5| Elev. Depth _ .
&| feet feet Description of Materials BPF |WL Tests or Notes
§ 1119.3 0.0 | Symbol (Soil-ASTM D2488 or D2487, Rock-USACE EM1110-1-2908)
=l OL = ORGANIC CLAY, trace of roots, black, wet.
§_ - — (Topsoil) _
& 1117.5 1.8 — ]
o /7] CLAYEY SAND, trace of Gravel, reddish brown, wet,
5 4 rather stiff to stiff. 10
= (Glacial Till) _X
T:g _ _
.gl_ B
2 13
. A
g
ol _
|- Vi
Q
£
1109.3 10.0
LEAN CLAY, lenses of Silt, grayish brown, wet, rather 4
— soft. A
(Glacial Till)
_ _X T™wW
1104.3 15.0
CL SANDY LEAN CLAY, trace of Gravel, brown, wet, X 9
_ rather stiff to very stiff. .
(Glacial Till)
- 19
1098.3 21.0
END OF BORING.
3 Water not observed with 19 1/2 feet of hollow stem b
— auger in the ground. -
- Boring then backfilled. —
B14-09480 Braun Intertec Corporation, Bioomington MN 55438 5T-06 page 1of 1



B - DRAFT LOG OF BORING

INTERTEC
Braun Project B14-09480 BORING: ST-07

Geotechnical Evaluation LOCATION: See Attached Sketch.
Elko New Market Site
SE of 1-35 & Duece Road

Elko New Market, Minnesota

DRILLER: M. Nolden METHOD: 3 1/4" HSA, Autohammer DATE: 112115 SCALE: "=4
Elev. | Depth
feet feet Description of Materials BPF |WL|MC Tests or Notes
1102.7 0.0| Symbol (Soil-ASTM D2488 or D2487, Rock-USACE EM1110-1-2908) %
OL — ORGANIC CLAY, black, wet.

- (Swamp Deposit) -]

I

|
TR
P
I

(See Descriptive Terminology sheet for explanation of abbreviations

- Py _X WH
| ] )
o ] "XWHM 48

1095.7 7.0 [

CL SANDY LEAN CLAY, trace of Gravel, gray, wet to |
— moist, rather soft to rather stiff. _x 5
(Glacial Till)
9

- _X 8
T ‘x 11

1086.7 16.0

END OF BORING.

Water not observed with 14 1/2 feet of holiow stem
- auger in the ground. —

- Boring then backfilled. -

LOG OF BORING N:\GINT\PROJECTS\AX PROJECTS\2014\09480.GPJ BRAUN_V8_CURRENT.GDT 2/26/15 14:43

B14-09480 Braun Intertec Corporation, Bloomington MN 55438 ST-07 page 1 of



DRAFT

LOG OF BORING

Braun Project B14-09480 BORING:

Geotechnical Evaluation

Elko New Market Site

ST-08

LOCATION: See Attached Sketch.

é SE of I-35 & Duece Road

S| Elko New Market, Minnesota

[0

g DRILLER: M. Noiden METHOD: 3 1/4" HSA, Autohammer DATE: 11315 SCALE: 1"=4

5| Elev. | Depth - _

&} feet feet Description of Materials BPE |WL Tests or Notes

§ 1108.1 0.0| Symbol (Soil-ASTM D2488 or D2487, Rock-USACE EM1110-1-2908)

3 SM 121 SILTY SAND, fine-grained, trace of roots, dark brown,

&1.1107.1 1.0 bt frozen.

8 CL (Topsoil) /_

g - SANDY LEAN CLAY, trace of Gravel, brown to gray, -

5 wet, medium to stiff. v 13

= (Glacial Till) ‘X

- i

& x 7

[

22— —

st

ol— ]

g

S ~Y 14

@

3 A
T 12
_ _X 14

= _X 15

n|_1092.1 16.0

& END OF BORING.

& - Water not observed with 14 1/2 feet of hollow stem |

; — auger in the ground. ]

El- Boring then backfilled. .

1

o —]

2 ]

zl- _

8

5

9 - —|

3

g

s —

% - ]

el

g

§ — -

2

Z- n

2l ]

8

LOL —_— -

]

- B14-05480 Braun intertec Corporation, Bloomington MN 55438 ST-08 page 1 of 1



See .

INTERTEC

DRAFT

LOG OF BORING

Braun Project B14-09480

Geotechnical Evaluation
Elko New Market Site
SE of I1-35 & Duece Road

Elko New Market, Minnesota

BORING: ST-09

LOCATION: See Attached Sketch.

LOG OF BORING N:\GINT\PROJECTS\AX PROJECTS\2014\09480.GP) BRAUN_V8_CURRENT.GDT 2/26/15 10:15

@
S
B
@
g DRILLER: M. Nolden METHOD: 3 1/4"HSA, Autohammer DATE: 1114115 SCALE: " =4
% Elev. | Depth o _
8] feet feet Description of Materials BPF |WL Tests or Notes
§ 1112.3 0.0 | Symbol (Soil-ASTM D2488 or D2487, Rock-USACE EM1110-1-2908)
g SM ;1 SILTY SAND, fine-grained, trace of roots, dark brown,
o} — Fd frozen. -
§ — cL LEAN CLAY, brownish gray, 'wet, rather stiff. —
A (Alluvium) M9
>
Sl 1108.3 : i
h=| %4 CLAYEY SAND, trace of Gravel, brown, wet, rather soft
g o Z4 to rather stiff. _—
- (Glacial Till) 5
B . o~
=
ol -
g
8 4 @
&l A
12
1101.3
END OF BORING.

B Water not observed with 9 1/2 feet of hollow stem |

— auger in the ground. -

- Boring then backfilled. -

B14-09480 Braun Intertec Corporation, Bloomington MN 55438 ST-09 page 1 of




AU

o

INTERTEC

DRAFT

LOG OF BORING

Braun Project B14-0

Geotechnical Evaluation

Elko New Market Site

9480 BORING:

ST-10

LLOCATION: See Attached Sketch.

é SE of 1-35 & Duece Road
9 Elko New Market, Minnesota
[
4| DRILLER: M. Nolden METHOD: 3 1/4" HSA, Autchammer DATE: 1/8/15 SCALE: 1"=4
5| Elev. | Depth - .
5| feet feet Description of Materials BPF |WL|MC Tests or Notes
§l 1117.3 0.0 Symbal (Soil-ASTM D2488 or D2487, Rock-USACE EM1110-1-2008) %
3 11188 051 SM L] SILTY SAND, fine- to medium-grained, trace of roots,
. CL dark brown, frozen.
8 (Topsoil)
8- LEAN CLAY, layers of Silt, brownish gray, frozen to 3' -
9 then wet, medium to rather stiff.
Z 9 24
= (Alluvium) .
g /\
Oof— d
.g.
= “X 8 23
[l
':>_1 e ]
8 11103] 7.0 7
8 5:4 SILTY SAND, fine- to medium-grained, with Gravel and
% _ 1 cobbles, reddish brown, moist, medium dense o M 18
38 1 dense. /X
- (Glacial Tilf) -

o 40

1103.3 14.0
SANDY LEAN CLAY, trace of Gravel, brown, wet, stiff.

ol — (Glacial Till) —
z 15
0} 1101.3 16.0
3 END OF BORING.
8 B Water not observed to cave-in depth of 15 feet B
;- - immediately after withdrawal of auger. -
?3 - Boring then backfilled. ~
ol —
e
2 ]
5| i
g
&
9 - ]
g - -
‘é—‘ J— ——d
% — -
0 _
2”
£l |
Z
el -
Z
2l |
§
1 —
8
- B14-09480 Braun Intertec Corporation, Bloomington MN 55438 ST-10  page 1 of




INTERTEC

DRAFT

LOG OF BORING

Braun Project B14-09480 BORING: ST-11
Geotechnical Evaluation LOCATION: See Attached Sketch.
2l Eiko New Market Site
5| SE of I-35 & Duece Road
gl Elko New Market, Minnesota
[l
'_-g DRILLER: M. Nolden METHOD: 3 1/4"HSA, Autohammer DATE: 118115 SCALE: "=4
5| Elev. | Depth _ .
& feet feet Description of Materials BPE |WL Tests or Notes
?‘ 1123.9 0.0 Symbol (Soil-ASTM D2488 or D2487, Rock-USACE EM1110-1-2908)
211234 051 SM L4 SILTY SAND, fine- to medium-grained, trace of roots,
Bl CL dark brown, frozen.
ks (Topsoil)
§ - LEAN CLAY, layers of Silt, brown, frozen. —
G (Alluvium) _x 16
& A
gl _1119.9 4.0
£l CL SANDY LEAN CLAY, trace of Gravel, brownish gray,
g N moist, rather stiff to stiff. .
| (Glacial Till) 10
2l _A
Bl
‘g _ _
a |
8~ 0
@
o 13
1112.9 11.0 /
SM j‘{, ;1 SILTY SAND, fine- to medium-grained, trace of Gravel,
_ ¥ reddish brown, moist, dense to very dense. _
(Glacial Till) N
_ M 85
'Pg! — —X 40
nl 1107.9 16.0
& END OF BORING.
& B Water not observed with 14 1/2 feet of hollow stem |
el auger in the ground. -
£l- Boring then backfilled. —
!
:t - —
z|- _
5= _
3
3
- _
ol ]
% - _
Gl i
g
= |
z
21
z .
2l— ]
2
8 e —
3
- B14-09480 Braun Intertec Corporation, Bloomington MN 55438 ST-11 page 10of 1




B

s

IRITEDTE
INTERTEC

DRAFT

LOG OF BORING

Braun Project B14-09480 BORING:

Geotechnical Evaluation

Elko New Market Site
SE of 1-35 & Duece Road

ST-12

LOCATION: See Attached Sketch.

LOG OF BORING N:\GINT\PROJECTS\AX PROJECTS\2014\09480.GPJ BRAUN_V8_CURRENT.GDT 2/26/15 10:15

o
<
9
g| Elko New Market, Minnesota
[o]
‘g DRILLER: M. Nolden METHOD: 3 1/4"HSA, Autohammer DATE: 118115 SCALE: 1"=4
5| Elev. | Depth o .
& feet feet Description of Materials BPF WL Tests or Notes
§ 1117.3 0.0| Symbol (Soil-ASTM D2488 or D2487, Rock-USACE EM1110-1-2808)
=l SM 7171 SILTY SAND, fine-grained, frace of roots, dark brown,
Bl— Fld frozen. n
5 1115.8 1.5 (Topsoil)
g - CL SANDY LEAN CLAY, trace of Gravel, brown, wet, -
= rather stiff to very stiff. 11
= (Glacial Tiil) —X
o
of— -
=
'EJ_ ]
2 X 9 No recovery
g- 4
kst
Sl _ _
B
ol- _X 17 No recovery
[0}
2 1108.3 9.0
SILTY SAND, with Gravel, fine- to medium-grained,
—— reddish brown, moist, dense to very dense.
(Glagial Till) X 43
_ “X 68
o N 38
1101.3 16.0
END OF BORING.

B Water not observed with 14 1/2 feet of hollow stem b

— auger in the ground. —

- Boring then backfilled. —

B14-09480 Braun Intertec Corporation, Bloomington MN 55438 ST-12 page 1of 1




INTERTEC

DRAFT

LOG OF BORING

Geotechnical Evaluation
Elko New Market Site
SE of I-35 & Duece Road

Braun Project B14-09480

Elko New Market, Minnesota

BORING:

ST-13

LOCATION: See Attached Sketch.

(See Descriptive Terminology sheet for explanation of abbreviations)

LOG OF BORING N:\GINT\PROJECTS\AX PROJECTS\2014\09480.GPJ BRAUN_V8_CURRENT.GDT 2/26/15 10:15

DRILLER: M. Nolden METHOD: 3 1/4"HSA, Autchammer DATE: 114115 SCALE: "=4
Elev. | Depth o .
feet feet Description of Materials BPF WL Tests or Notes
11247 0.0} Symbol (Soil-ASTM D2488 or D2487, Rock-USACE EM1110-1-2908)
CL SANDY LEAN CLAY, trace of roots, dark brown,
—1123.5 1.2 frozen. , -
CL \ (Topsoil) /]
- SANDY LEAN CLAY, trace of Gravel, brown, wet, -1
rather stiff. 11
“ (Glacial Till) 7
1120.7 4.0 7 i
SP- |41 POORLY GRADED SAND with SILT, fine- to
_ SM {11 medium-grained, trace of Gravel, brown, moist, loose __|
41 to medium dense. X 15
— (Glacial Outwash) —
_ _X 7
1115.7 9.0 o
SM | SILTY SAND, fine- to medium-grained, trace of Gravel,
— : reddish brown, moist, medium dense.
(Glacial Till) 14
_ _X 20
T M 24
1108.7 16.0
END OF BORING.
B Water not observed with 14 1/2 feet of hollow stem N}
— auger in the ground. -
- Boring then backfilled. -
B14-09480 Braun Intertec Corporation, Bicomington MN 55438 ST-13 page 1 of 1



&

INTERTEC

DRAFT

LOG OF BORING

Braun Project B14-09480 BORING:

Geotechnical Evaluation
Etko New Market Site
SE of 1-35 & Duece Road

Elko New Market, Minnesota

ST-14

LOCATION: See Attached Sketch.

LOG OF BORING N:\GINT\PROJECTS\AX PROJECTS\2014\09480.GPJ BRAUN_V8_CURRENT.GDT 2/26/15 10:15

2
S
©
3
g DRILLER: M. Nolden METHOD: 3 1/4" HSA, Autohammer DATE: 114115 SCALE; 1"=4
% Elev. | Depth o i
s feet feet Description of Materials BPF |WL Tests or Notes
§ 1116.3 0.0| Symbol (Soil-ASTM D2488 or D2487, Rock-USACE EM1110-1-2908)
4l 11158 05 SM [1::1 SILTY SAND, trace of roots, dark brown, frozen.
) o (Topsoil) /:
L 724 CLAYEY SAND, trace of Gravel, reddish brown, moist,
ol <A stiff to very stiff. -
S (Glacial Till) 11
| ]
3 i
8 — —
=l
el _
P X 14
Q|
= -+
B
o] -
| 4 7
Q
&
T 16
_ _X 26
o M 28
1100.3 16.0
END OF BORING.
B Water not observed with 14 1/2 feet of hollow stem _
— auger in the ground. —
- Boring then backfilled. -
B14-09480 Braun Intertec Corporation, Bloomington MN 65438 ST-14  page 1 of 1



DRAFT

INTERTEC

LOG OF BORING

Braun Project B14-09480
Geotechnical Evaluation

Elko New Market Site

SE of 1-35 & Duece Road

Elko New Market, Minnesota

BORING:

ST-15

LLOCATION: See Attached Sketch.

(See Descriptive Terminology sheet for explanation of abbreviations)

LOG OF BORING N:AGINT\PROJECTS\AX PROJECTS\2014\09480.GPJ BRAUN_V8_CURRENT.GDT 2/26/15 10:15

DRILLER: M. Nolden METHOD: 3 1/4" HSA, Autohammer DATE: 114115 SCALE: 1"=4
Elev. | Depth o )
feet feet Description of Materials BPF WL Tests or Notes
1120.0 0.0| Symbol (Soil-ASTM D2488 or D2487, Rock-USACE EM1110-1-2908)
{ SC 7 4 CLAYEY SAND, trace of roots, dark brown, frozen.
-1118.9 1.1 ok (Topsoil) _
CL SANDY LEAN CLAY, trace of Gravel, brown, wet,
- medium to stiff. -
(Glacial Till) X 14
F——— [ORRIS B
7
1113.0 7.0 /
%74 CLAYEY SAND, trace of Gravel, reddish brown, moist,
- 7744 very stiff to hard. _X 20
(Glacial Till)
T 36
_ QX 24
o M 20
1104.0 16.0
END OF BORING.
— _
Water not observed with 14 1/2 feet of hollow stem
- auger in the ground. -
- Boring then backfilled. -
'“ ]
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