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A. Introduction  
 

A.1. Project Description 
 
This Geotechnical Evaluation Report addresses the design and construction of the proposed I-35 Park 
Infrastructure project located southeast of Interstate 35 and Deuce Road in New Market Township, 
Minnesota. 
 
Figure 1 includes a site concept plan of the overall proposed I-35 Park development provided to us by 
Ryan Companies US, Inc. 
 
Figure 1. Site Concept with Aerial Image Background 

 
 
 
The focus of this geotechnical evaluation report is the construction of the following elements: 
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 Spine Road 
 Trunk sanitary sewer lines 
 Truck water main lines 
 Roadway stormwater lines 
 Roadway stormwater management ponds 

 
Figure 2 includes excerpts of the Road Grade Exhibit that was provided to us by Ryan Companies US, Inc., 
and also shows the changes in surface grade elevations along the Spine Road alignment. 
 
Figure 2. Proposed Surface Grade Changes for Spine Road 
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As shown in Figure 2, existing surface grades will generally be raised and lowered less than about 5 feet 
along the bulk of the alignment, locally raised as much as about 6 feet within the northern portion of the 
north-south road alignment, and locally lowered as much as 7 feet within the southern east-west portion 
of the alignment. As also shown in Figure 2, the north stormwater pond will have a bottom elevation of 
1106, and the south stormwater pond will have a bottom elevation of 1112. 
 
Figure 3 includes an excerpt from the Infrastructure Exhibit provided by Ryan Companies US, Inc. Figure 3 
includes notes pertaining to sanitary invert elevations and depths below proposed surface grades (where 
provided), and general location notes for the sanitary sewer and water main lines. Note that the roadway 
system in this development will include catch basins, storm sewer lines, and concrete curb and gutters 
(no rural ditch drains). 
 
Figure 3. Proposed Utility Notes 
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As shown previously in Figure 1, the proposed development may include up to three large distribution 
facilities. Ryan Companies US, Inc., has provided us with traffic information from a recent EAW report. 
The average daily trips for 2022, 2026, and 2041 are as follows: 
 

 2022: ADT= 3,535 (1,767 per road lane) 
 2026: ADT = 13,559 (6,779 per road lane) 
 2041: ADT = 13559 (6,799 per road lane) 

 
For this development, it has been assumed that 12 percent of the ADT will be heavy semi-trucks. As such, 
using the ADT data provided to us, each lane of the Spine Road will be subjected 9,500,000 Equivalent 
Single Axle Loads (EASLs) over a 20-year lifespan. 
 

A.2. Previous Site Experience 
 
In 2015, our firm completed twenty standard penetration test borings across the site for a preliminary 
geotechnical evaluation. Of those twenty borings, seven of them, Borings ST-2, ST-5, ST-8, ST-9, ST-11,  
ST-12, and ST-15, were located in relatively close proximity to the proposed spine road and sanitary 
sewer easement. Data from those seven borings has generally been included in this geotechnical 
evaluation. 
 

A.3. Purpose 
 
The purpose of this geotechnical evaluation was to characterize subsurface geologic conditions at 
selected exploration locations, evaluate their impact on the project, and provide geotechnical 
recommendations for the design and construction of utility trunk lines, roadway subgrades, and roadway 
pavements. 
 

A.4. Background Information and Reference Documents 
 
We reviewed the following information: 
 

 Geologic Atlas of Scott County, Minnesota, University of Minnesota, 2006. 
 Park I-35, Road Grade Exhibit, dated August 15, 2022. 
 Park I-35, Infrastructure Exhibit, dated August 15, 2022. 
 Park I-35, Masterplan Exhibit, dated August 15, 2022. 
 Communications with various team members from Ryan Companies US, Inc. 
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 New Market Township, Specifications and Details, 2016. 
 2015 Soil Boring Logs, Borings ST-2, ST-5, ST-8, ST-9, ST-11, ST-12, and ST-15 

 
We have described our understanding of the proposed construction and site to the extent others 
reported it to us. Depending on the extent of available information, we may have made assumptions 
based on our experience with similar projects. If we have not correctly recorded or interpreted the 
project details, the project team should notify us. New or changed information could require additional 
evaluation, analyses and/or recommendations. 
 
A.5. Scope of Services 
 
We performed our scope of services for the project in accordance with our Proposal QTB164747 
authorized on October 3, 2022. The following list describes the geotechnical tasks completed in 
accordance with our authorized scope of services.  
 

 Reviewing the background information and reference documents previously cited.  
 

 Staking and clearing the exploration location of underground utilities. New boring locations 
were jointly selected, and we staked the new exploration locations. We acquired the surface 
elevations and locations with GPS technology using the State of Minnesota’s permanent GPS 
base station network. The Soil Boring Location Sketch included in the Appendix shows the 
approximate locations of the previous and recent borings.  
 

 Performing seven standard penetration test borings, denoted as ST-101 to ST-107, to a depth 
of about 14 1/2 feet below grade across the site. Penetration resistance tests were 
performed as the borings were advanced. The depths at which the tests were performed, 
and the results of the tests, are shown on the attached Log of Boring sheets. Penetration 
resistances, measured in blows-per-foot (BPF), provide an empirical means of estimating 
relative material density, consistency, strength, and compaction. 
 

 Performing laboratory testing on select samples to aid in soil classification and engineering 
analysis.  

 
 Preparing this report containing a boring location sketch, logs of the previous and recent soil 

borings, a summary of the soils encountered, results of laboratory tests, and 
recommendations for utilities, stormwater improvements, and pavements. 
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Our scope of services did not include environmental services or testing and our geotechnical personnel 
performing this evaluation are not trained to provide environmental services or testing. We can provide 
environmental services or testing at your request. 
 
 

B. Results 
 

B.1. Geologic Overview 
 
From our review of the references previously cited, and based on our experiences in the general vicinity, 
including the previous soil boring data on this site, we anticipate that native soils encountered on this 
site will predominantly consist of clay- and silt-rich glacial till soils inter-layered with fine-grained 
glaciofluvial and sandy glacial outwash strata associated with the Des Moines Lobe glacial formation. We 
also anticipate that portions of the native glacial soils will be locally concealed by silt- and clay-rich 
alluvial soils, portions of which may be organic in nature. The geologic atlas indicates that bedrock is 
down at least 200 feet below existing grade surfaces. 
 
We based the geologic origins used in this report on the soil types, in-situ and laboratory testing, and 
available common knowledge of the geological history of the site. Because of the complex depositional 
history, geologic origins can be difficult to ascertain. We did not perform a detailed investigation of the 
geologic history for the site.  
 

B.2. Previous Geotechnical Information (2015 Soil Borings) 
 
As discussed previously, we performed twenty soil borings on this site in 2015. Of those twenty soil 
borings, seven of them, Borings ST-2, ST-5, ST-8, ST-9, ST-11, ST-12, and ST-15, were performed within 
relatively close proximity to the proposed spine road. In general, the results of those pervious seven 
borings were consistent with the results of the recent seven soil borings. 
 

B.3. Boring Results  
 
Table 1 provides a summary of the previous and recent soil boring results, in the general order we 
encountered the strata. Please refer to the Log of Boring sheets in the Appendix for additional details. 
The Descriptive Terminology sheets in the Appendix include definitions of abbreviations used in Table 1. 
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Of note, the 2015 borings were performed during January of 2015, and the upper 3 feet of soils across 
the site were generally frozen. As such, the moisture descriptions of frozen samples were applied after 
those soil samples had thawed, and a consistency/relative density description may not have been applied 
to those frozen samples (as N-values tend to be influenced by frozen conditions). 
 
Table 1. Subsurface Profile Summary 

Strata 

Soil Type - 
ASTM 

Classification 

Range of 
Penetration 
Resistances Commentary and Details 

Topsoil 
and 

Swamp 
Deposits 

Topsoil 
SM, SC, CL 

 
Swamp Deposits 

OL 

— 

 Dark brown to black. 
 Topsoil: Variable thicknesses ranging from about 

1/2 to 2 1/2 feet, with an average of about 1 1/2 
feet. 

 Swamp Deposit: Boring ST-5 to a depth of 4 feet, 
located west of the central portion of the north-
south segment of the Spine Road.  

 Moisture conditions (when thawed) ranged from 
moist to wet. 

Alluvial 

Cohesive 
CL 

5 to 12 BPF, with an 
average of about 

8 BPF 

 Consistency: medium to stiff (non-frozen 
samples) 

 Moisture condition typically moist, but locally 
wet (ST-5). 

 Encountered at Borings ST-101, ST-102, ST-2,  
ST-5, ST-9, ST-11, ST-12, and ST-15 to depths 
ranging from about 4 to 10 feet. 

Non-cohesive 
SM 4 BPF 

 Relative density: very loose 
 Moisture condition moist. 
 Only encountered at Boring ST-2 to a depth of 

about 4 feet. 

Glacial 
deposits 

Cohesive 
Glacial Till and 
Glaciofluvium 

SC, CL 

5 to 68 BPF, with an 
average of 15 BPF, 
with most values 
exceeding 8 BPF 

 Glacial Till: variable amounts of gravel; may 
contain cobbles and boulders 

 Glaciofluvium: typically void of gravel 
 Consistency; typically stiff to very stiff, locally 

medium or hard 
 Moisture condition typically moist, but locally 

wet. 

Non-cohesive 
Glacial Till and 

Glacial Outwash 
SM, SP, SP-SM 

16 to 63 BPF 

 Variable amounts of gravel; may contain cobbles 
and boulders. 

 Relative density: medium dense to very dense 
 Moisture condition typically moist, locally wet. 
 Only encountered locally at Borings ST-105 and 

ST-107, located along the southern east-west 
segment of the Spine Road 
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B.4. Groundwater 
 
While drilling the recent soil borings, groundwater was only observed in one of the previous and recent 
soil borings (ST-107). Table 2 summarizes the depths where we observed groundwater while drilling 
Boring ST-107; the attached Log of Boring sheets in the Appendix also include this information and 
additional details. 
 
Table 2. Groundwater Summary 

Location 
Surface 

Elevation 

Estimateda Depth to 
Groundwater 

(feet) 

Corresponding 
Groundwater Elevation 

(feet) 

ST-107 1115.7 14 1102 

a Based on apparent moisture content of standard penetration test samples. 

 
 
The period for the groundwater observations during drilling was relatively short. Given the 
predominantly fine-grained and/or cohesive nature of the alluvial and glacial till soils encountered by the 
soil borings, it is likely that the time allotted during the observation period during drilling and excavation 
was insufficient for perched water to seep into the boreholes and rise to its hydrostatic level. In our 
opinion, piezometers would be required to further evaluate the hydrostatic groundwater level. 
 
Moreover, the borings indicate a layered soil profile that is conducive for encountering perched water 
conditions. With that, and based on our experiences on this and other portions of the remainder of the 
development limits, it is likely that groundwater will be encountered at various and relatively shallow 
depths/elevations across the site. Project planning should expect groundwater will fluctuate in response 
to rainfall, flooding, irrigation, seasonal freezing and thawing, surface drainage modifications, and other 
seasonal and annual factors. 
 

B.5. Laboratory Test Results 
 
The boring logs show the results of laboratory testing we performed, next to the tested sample depth. In 
summary, Table 3 presents the results of our laboratory tests. Additional commentary regarding the 
results of the moisture content tests, in particular, are discussed in Section C. 
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Table 3. Laboratory Classification Test Results 

Location 
Sample Depth 

(feet) Classification 
Geologic 
Material 

Moisture 
Content 

(%) 
Percent Passing 

a #200 Sieve 

ST-101 2 1/2 CL Alluvial 20 — 

ST-101 5 CL Glacial Till 13 — 
ST-101 10 CL Glaciofluvial 25 95 
ST-102 2 1/2 CL Alluvial 19 — 

ST-103 2 1/2 SC Glacial Till 13 — 
ST-104 2 1/2 SC Glacial Till 12 — 
ST-104 7 1/2 CL Glacial Till 23 — 

ST-105 2 1/2 SC Glacial Till 14 — 
ST-106 2 1/2 SC Glacial Till 5 — 
ST-106 7 1/2 SP-SM Glacial Outwash 4 — 

ST-107 2 1/2 SC Glacial Till 7 — 
ST-107 7 1/2 SM Glacial Till 8 27 
ST-107 10 CL Glacial Till 10 — 

 
 

C. Recommendations 
 

C.1. Design and Construction Discussion 
 

C.1.a. Material Suitability: Utilities 
Based on the results of the soil borings, and the proposed grade changes as discussed in Section A, the 
alluvium and glacial soils are judged to be suitable for support of proposed water main, sanitary sewer, 
and stormwater utilities. Conversely, the topsoil and swamp deposits are judged to be compressible, 
even under modest loads due to grade raises, and are unsuitable for support of the proposed utilities. As 
such, topsoil and swamp deposits should be removed from below utilities and replaced with suitable 
backfill material. 
 
However, the boring and laboratory testing data indicate that portions of the clayey alluvium and glacial 
soils, in particular the clay-rich glaciofluvium, are typically wet and will likely become unstable under 
construction activities. Therefore, where those soils exist at the proposed utility invert, it may be 
necessary to stabilize the utility subgrade soils with aggregate prior to placing the pipe and backfilling 
over it. 
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C.1.b. Material Suitability: Roadway Embankment 
We recommend removing topsoil and organic swamp deposits, such as the near-surface soils 
encountered at Boring ST-5, from below the proposed roadway embankment for the Spine Road and the 
northwest extension road. Furthermore, we also recommend removing alluvial clay from with the upper 
3 feet of roadway subgrade elevations. In our opinion, considering the roadway subgrades will be 
comprised primarily of native glacial soils, the engineered fill and backfill placed beneath the proposed 
pavements can consist of soils which are similar in composition to the on-stie glacial soils. 
 
The bulk of the on-site soils are fine-grained (silt- and clay-rich), which are highly susceptible to 
disturbance from excessive moisture and construction activities. In our opinion, consideration may want 
to be given to including a sand subbase into the pavement design for this project. The sand subbase will 
enhance subgrade drainage, reduce the potential for pavement subgrades to become saturated and 
heave upon freezing, and reduce the effects of subgrade strength loss upon thawing. Furthermore, based 
on our experiences in the area, inclusion of a granular subbase typically reduces pavement maintenance 
costs over the lifespan of the pavement. To realize the full potential of those benefits, it is our opinion 
that the sand subbase should have a thickness of at least 24 inches. By doing so, however, some portions 
of the roadway subgrade may have to be subexcavated that may not otherwise have to be if a sand 
subbase were not incorporated into the pavement section. 
 
Additionally, the sand subbase can be considered in the design of the pavements, and  a portion of the 
cost for the placement of a sand subbase will be offset by a reduction in the pavement section. According 
to the New Market Township standard pavement details, the minimum required aggregate base layer is 
14 inches. Furthermore, if a sand base is included, it is our opinion that near-surface alluvial soils may 
remain in place, assuming those soils can be stabilized prior to placement of the sand subbase. See 
Section C.4 for additional details and alternative pavement section designs. 
 

C.1.c. Reuse of On-Site Soils 
We recommend against reusing topsoil and swamp deposits as structural backfill, this includes within the 
east-west sanitary easement (given that this area may eventually support roadways). 
 
Based on the results of the soil borings, excavations to install utilities will likely encounter mostly clayey 
sand (SC), lean clay (CL) and sandy lean clay, and, to a lesser extent, silty sand (SM) and poorly graded 
sand with silt (SP-SM). The laboratory test data indicates that moisture content tests of most of the on-
site glacial soils (predominantly SC, and CL soils) currently typically range from about 10 to 14 percent, 
and those soils are likely near their probable optimum moisture contents. With that, it appears most of 
the exhumed glacial till soils will likely to be able to be compacted without undergoing significant 
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moisture conditioning (drying) prior to placement and compaction. However, in localized areas, such as 
the 7 1/2–foot deep sample from Boring ST-104, where the glacial clayey soils are significantly wet of 
optimum moisture content, and it should be anticipated that those soils will need to be dried if they are 
used as structural fill.  
 
The laboratory data also indicate that near-surface alluvial soils (CL, SC), and the glaciofluvium, are likely 
well over their portable optimum moisture contents and it will be required that those soils be dried if 
they are used  as structural backfill. 

 
C.1.d. Groundwater 
As discussed in Section B.5, the borings indicate a layered soil profile that is conducive for encountering 
perched water conditions. With that, and based on our experiences in the vicinity in similar subsurface 
soil profiles, it is likely that groundwater may be encountered at various, and relatively shallow, depths 
shallower depths across the site. Given the fine-grained nature of the bulk of materials encountered on 
this site, it is our opinion that groundwater encountered during utility excavations can be controlled with 
a system of sumps and pumps. 
 

C.1.e. Construction Disturbance 
As discussed previously in Section B.4, the borings indicate a layered soil profile that is conducive for 
encountering perched water conditions. With that, and based on our experiences on this and other 
portions of the remainder of the development limits, it is likely that groundwater will be encountered at 
various and relatively shallow depths/elevations across the site. On-site silt- and clay-rich soils (SC, CL, 
SM) are highly susceptible to disturbance from repeated construction traffic and/or exposure to 
moisture. Disturbance of these soils may cause areas that were previously prepared, or that were 
suitable for pavement or structure support, to become unstable and require moisture conditioning and 
compaction, chemical stabilization, or subcutting and replacement. Depending on subsurface conditions, 
it may be necessary to stabilize soils in multiple lifts. Based on our experience, given that the bulk of the 
glacial till soils contain seems and lenses of sand and silt, it should be anticipated that soil re-stabilization 
efforts will likely be more frequent in areas where subgrades are comprised of native soils, as opposed to 
fill-to-grade areas. 
 

C.2. Roadway Subgrade Preparation 
 

C.2.a. Pavement Subgrade Preparation 
We recommend the following steps for roadway subgrade preparation, understanding the roadway will 
have grade changes as discussed previously in Section A. 
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1. Strip unsuitable soils consisting of topsoil, swamp deposits, organic soils, peat, vegetation, 
existing structures from the proposed pavement areas. We also recommend removing 
alluvial clays from within the upper 3 feet of pavement subgrades. As discussed previously in 
Section C.1, if a sand subbase is included in the pavement section, then the alluvium does 
not need to be removed. 

2. Have a geotechnical representative observe the excavated subgrade to evaluate if additional 
subgrade improvements are necessary. 

3. Slope subgrade soils to areas of sand or drain tile to allow the removal of accumulating 
water. 

4. Prior to placement of fill or aggregate base materials, scarify, moisture condition to near 
optimum moisture contents (as defined in Table 5 in Section C.2.f), and surface compact to at 
least 95 percent of standard Proctor density. 

5. After the scarification and compaction, Proofroll the pavement subgrade as described in 
Section C.2.e. 

6. Place pavement engineered fill to grade and compact in accordance with Table 5 in  
Section C.2.f to bottom of pavement and exterior slab section.  

C.2.b. Excavation Oversizing 
When removing unsuitable materials below pavements, we recommend the excavation extend outward 
and downward at a slope of 1H:1V (horizontal:vertical) or flatter from the outer edge of the curb-and-
gutter. 
 

C.2.c. Excavated Slopes 
Based on the borings, we anticipate on-site soils in excavations will consist of layered strata comprised of 
clayey sand (SC) and lean clay), and silty sand (SM). These soils are typically considered Type C Soil under 
OSHA (Occupational Safety and Health Administration) guidelines. OSHA guidelines indicate unsupported 
excavations in Type C soils should have a gradient no steeper than 1 1/2H:1V. Slopes constructed in this 
manner may still exhibit surface sloughing. OSHA requires an engineer to evaluate slopes or excavations 
over 20 feet in depth. 
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An OSHA-approved qualified person should review the soil classification in the field. Excavations must 
comply with the requirements of OSHA 29 CFR, Part 1926, Subpart P, “Excavations and Trenches.” This 
document states excavation safety is the responsibility of the contractor. The project specifications 
should reference these OSHA requirements. 
 

C.2.d. Excavation Dewatering 
We recommend removing groundwater from the excavations. Project planning should include temporary 
sumps and pumps for excavations in low-permeability soils, such as clays. 
 

C.2.e. Pavement Subgrade Proofroll 
After removal of unsuitable soils as described above and prior to the placement of the fill or aggregate 
base, we recommend proofrolling the subgrade soils with a fully loaded tandem-axle truck. We also 
recommend having a geotechnical representative observe the proofroll. Areas that fail the proofroll likely 
indicate soft or weak areas that will require additional soil correction work to support pavements.  
 
The contractor should correct areas that display excessive yielding or rutting during the proofroll, as 
determined by the geotechnical representative. Possible options for subgrade correction include 
moisture conditioning and recompaction, subcutting and replacement with soil or crushed aggregate, 
chemical stabilization and/or geotextiles. We recommend performing a second proofroll after the 
aggregate base material is in place, and prior to placing bituminous pavement. 
 

C.2.f. Engineered Fill Materials and Compaction 
Table 4 below contains our recommendations for engineered fill materials. 
 
Table 4. Engineered Fill Materials 

Locations To Be Used  
Engineered Fill 
Classification 

Possible Soil 
Type 

Descriptions Gradation 
Additional 

Requirements 

Pavement Subgrade Roadway 
Structural fill 

SC, SM, CL, SP, 
SP-SM 

100% passing 3-inch 
sieve 

 < 3% Organic 
Content (OC) 

 Limited to SC, 
SM, SP, SP-SM 
within upper  
3 feet 

Sand Subbase Layer MnDOT Select 
Granular 

SP, SP-SM, SW, 
SW-SM 

100% passing 1-inch 
sieve 

<12% passing #200 
sieve 

Organic free 
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Locations To Be Used  
Engineered Fill 
Classification 

Possible Soil 
Type 

Descriptions Gradation 
Additional 

Requirements 

Easement area, below 
landscaped surfaces, 
where future 
pavement or building 
structures may be 
considered, and 
subsidence is a 
concern 

Structural fill, 
easement area 

SC, SM, CL, SP, 
SP-SM 

100% passing 3-inch 
sieve 

< 3% Organic 
Content (OC) 

Below landscaped 
surfaces, where 
subsidence is not a 
concern 

Non-structural 
fill 

SC, SM, CL, SP, 
SP-SM 

100% passing 6-inch 
sieve < 10% OC 

 
 
We recommend spreading engineered fill in loose lifts of approximately 12 inches thick. We recommend 
moisture conditioning and compacting engineered fill in accordance with the criteria presented below in 
Table 5. The project documents should specify relative moisture content and compaction of engineered 
fill, based on the structure located above the engineered fill, and vertical proximity to that structure. 
 
Table 5. Compaction Recommendations Summary 

Reference 

Relative Compaction, 
percent 

(ASTM D698 – 
Standard Proctor) 

Moisture Content Variance from Optimum, 
percentage points 

< 12% Passing #200 Sieve 
(typically SP, SP-SM) 

> 12% Passing #200 Sieve 
(typically CL, SC, SM) 

Within 3 feet of 
pavement subgrade 100 -5 to +1 -1 to +2 

More than 3 feet below 
pavement subgrade 95 -5 to +1 ±3 

Below landscaped 
surfaces 90 ±5 ±4 

 
 
The project documents should not allow the contractor to use frozen material as engineered fill or to 
place engineered fill on frozen material. 
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We recommend performing moisture content and  density tests in engineered fill to evaluate if the 
contractors are effectively moisture conditioning and compacting the soil and meeting project 
requirements. 
 

C.3. Lateral Earth Pressures 
 
We understand that underground structures may be constructed across the (such as a structure related 
to the force main sanitary sewer). Table 6 presents our recommended lateral coefficients and equivalent 
fluid pressures for active, at-rest, and passive earth pressure conditions. Table 6 also provides 
recommended wet unit weights and internal friction angles. 
 
Table 6. Recommended Lateral Earth Pressures, Drained Conditions  

Soil Category 

Wet 
Unit 

Weight 
(pcf) 

Friction 
Angle 

(degrees) 

Active Lateral 
Coefficient/ 

Equivalent Fluid 
Pressure 

(pcf) 

At-Rest Lateral 
Coefficient/ 

Equivalent Fluid 
Pressure 

(pcf) 

Passive Lateral 
Coefficient/ 

Equivalent Fluid 
Pressure* 

(pcf) 

SC, CL 130 26 0.39 / 51 0.56 / 74 2.56 / 333 

SP, SP-SM, SM 125 30 0.33 / 42 0.50 / 63 3.00 / 375 

 
 
Sliding resistance between the bottom of a concrete mass and the soil can also resist lateral pressures. 
We recommend assuming a sliding coefficient equal to 0.40 between the concrete and soil. 
 
The values presented in this section are un-factored. Once design of undergrounds structures has 
progressed, and more detailed design information is available, we recommend consulting with us 
regarding the application of these values. 
 

C.4. Pavements  
 

C.4.a. Design Sections 
Based on our experience with similar fine-grained soils anticipated at the pavement subgrade elevation, 
we based our design of the bituminous pavements for this project on a CBR value of 4. 
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Furthermore, based on local engineering practices, and our experiences on similar projects working with 
similar soil conditions, we used the following pavement design parameters to compute pavement 
sections the shown in Table 7: 
 

 Layer coefficient for bituminous: 0.42 
 Layer coefficient for Aggregate Base: 0.14 
 Layer coefficient for Sand Subbase: 0.07 

 
Table 7 provide recommended pavement sections for the Spine Road. Recommended pavement sections 
were based on the soils support, the traffic loads provided in Section A.1, and the design methodology 
provided below. 
 
Table 7. Spine Road Bituminous Pavement Section Designsa 

Material Component 

Layer Thicknessesa 
(inches) 

Sand Subbase Inclusion No Sand Subbase 

Bituminous, MnDOT 2360 6 6 7 6 
Aggregate Base, MnDOT Class 5 8 6 14 17 

Sand Subbase, MnDOT Select Granular 18 24 — — 
a Design Method: AASHTO 
 20-year design life 
 9,500,000 Equivalent 18-kip Single Axle Loads, computed based on the ADT data provided to us. 
 Reliability = 90 Percent 
 Overall Standard Deviation = 0.45 
 Resilient Modulus, Mr = 6,000 psi 
 Design Serviceability Loss = 2.2 (4.2-2.0) 
 Satisfies SN = 4.8 
 
 

C.4.b. Subgrade Drainage 
In general, we recommend that draintile be installed as shown the Township standard pavement detail. 
For the sand subbase alternative, we recommend that drain tile be installed at the base of the sand 
subbase layer. 
 
C.4.c. Aggregate Base Materials 
We recommend specifying predominantly crushed aggregate base meeting the requirements of 
Minnesota Department of Transportation Specification 3149 for Class 5 Aggregate Base. 
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C.4.d. Bituminous Pavement Materials 
We recommend that the bituminous wear and base courses meet the requirements of Specifications 
2360, Type SP. We recommend using the following mix designations for standard- and heavy-duty 
pavements: 
 

 Wear: SPWEB440E (PG 64-28) 
 Non-Wear: SPNWB430E (PG 64-28) 

 
C.4.e. Concrete  Sidewalks 
We recommend that sidewalks have a thickness of 4 inches and be placed over at least 4 inches of a 
leveling course consisting of Class 5 aggregate base. Where sidewalks intersect with pavements, we 
recommend gradually increasing the aggregate base thickness at a 3H:1V gradient to match the 
pavement aggregate base layer thickness. 
 
Appropriate mix designs, panel sizing, jointing, doweling, and edge reinforcement are critical to 
performance of concrete elements. We recommend the following design criteria: 
 

 Concrete mix have a minimum 28-day compressive strength of 4,500 pounds per square inch. 
 Using Type I cement meeting the requirements of ASTM C 150. 
 Air entrainment of 6 percent ±1.5. 
 Water/Cementitious ratio of 0.41 or less. 

 
C.4.f. Performance and Maintenance 
We based the above pavement designs on a 20-year performance life for bituminous. This is the amount 
of time before we anticipate the pavement will require reconstruction. This performance life assumes 
routine maintenance, such as seal coating and crack sealing. The actual pavement life will vary depending 
on variations in weather, traffic conditions, and maintenance. For industrial parks, it is common to place 
the non-wear course of bituminous and then delay placement of wear course. For this situation, we 
recommend evaluating if the reduced pavement section will have sufficient structure to support 
construction traffic. 
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Many conditions affect the overall performance of the pavements. Some of these conditions include the 
environment, loading conditions, and the level of ongoing maintenance. With regard to bituminous 
pavements, it is common to have thermal cracking develop within the first few years of placement, and 
continue throughout the life of the pavement. We recommend developing a regular maintenance plan 
for filling cracks in exterior slabs and pavements to lessen the potential impacts for cold weather distress 
due to frost heave or warm weather distress due to wetting and softening of the subgrade.  
  

C.5. Utilities 
 

C.5.a. Subgrade Stabilization 
Earthwork activities associated with utility installations should adhere to the recommendations in Section 
C.2. We anticipate the soils at typical invert elevations will be suitable for utility support. However, if 
construction encounters unfavorable conditions such as soft clay, organic soils or perched water at invert 
grades, the unsuitable soils may require some additional subcutting and replacement with sand or 
crushed rock to prepare a proper subgrade for pipe support. Project design and construction should not 
place utilities within the 1H:1V oversizing of foundations.  
 

C.5.b. Corrosion Potential 
Based on our experience, the soils encountered by the borings are moderately corrosive to metallic 
conduits, but only marginally corrosive to concrete. We recommend specifying non-corrosive materials 
or providing corrosion protection. 
 

C.6. Stormwater 
 
Based on the soil boring data, we anticipate that the soil conditions in the areas of the ponds will consist 
primarily of either silty sands, clayey sands and clays. We estimated infiltration rates for those types of 
soils . The infiltration rates represent the long-term infiltration capacity of a practice and not the capacity 
of the soils in their natural state. Field testing, such as with a double-ring infiltrometer (ASTM D3385), 
may justify the use of higher infiltration rates. However, we recommend adjusting field test rates by the 
appropriate correction factor, as provided for in the Minnesota Stormwater Manual or as allowed by the 
local watershed. We recommend consulting the Minnesota Stormwater Manual for stormwater design. 
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Table 8. Estimated Design Infiltration Rates Based on Soil Classification 

Soil Type 
Infiltration Rate * 

(inches/hour) 

On-site Glacial Till 
SM 0.2 

Onsite Alluvium and Clayey Glacial Soils 
SC, CL 0.06 

* From Minnesota Stormwater Manual. Rates may differ at individual sites. 
 
 
This geotechnical evaluation does not constitute a review of site suitability for stormwater infiltration or 
evaluate the potential impacts, if any, from infiltration of large amounts of stormwater.  
 
 

D. Procedures 
 

D.1. 2022 Penetration Test Borings 
 
We drilled the penetration test borings with an off-road carrier-mounted core and auger drill equipped 
with hollow-stem auger. We performed the borings in general accordance with ASTM D6151 taking 
penetration test samples in general accordance to ASTM D1586. The boring logs show the actual sample 
intervals and corresponding depths. 
 

D.2. Exploration Logs 
 

D.2.a. Log of Boring Sheets 
The Appendix includes Log of Boring sheets for our penetration test borings. The logs identify and 
describe the penetrated geologic materials, and present the results of penetration resistance and other 
in-situ tests performed. The logs also present the results of laboratory tests performed on penetration 
test samples and groundwater measurements. The Appendix also includes a Fence Diagram intended to 
provide a summarized cross-sectional view of the soil profile across the site. 
 
We inferred strata boundaries from changes in the penetration test samples and the auger cuttings. 
Because we did not perform continuous sampling, the strata boundary depths are only approximate. The 
boundary depths likely vary away from the boring locations, and the boundaries themselves may occur as 
gradual rather than abrupt transitions. 
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D.2.b. Geologic Origins 
We assigned geologic origins to the materials shown on the logs and referenced within this report, based 
on:  (1) a review of the background information and reference documents cited above, (2) visual 
classification of the various geologic material samples retrieved during the course of our subsurface 
exploration, (3) penetration resistance testing performed for the project, (4) laboratory test results, and 
(5) available common knowledge of the geologic processes and environments that have impacted the 
site and surrounding area in the past. 
 

D.3. Material Classification and Testing 
 

D.3.a. Visual and Manual Classification 
We visually and manually classified the geologic materials encountered based on ASTM D2488. When we 
performed laboratory classification tests, we used the results to classify the geologic materials in 
accordance with ASTM D2487. The Appendix includes a chart explaining the classification system we 
used.  
 

D.3.b. Laboratory Testing 
The exploration logs in the Appendix note the results of the laboratory tests performed on geologic 
material samples. We performed the tests in general accordance with the following ASTM procedures: 
 

 Determination of Moisture Content of Soil by Mass: ASTM D2216 
 Materials Finer than No. 200 Sieve in Mineral Aggregates by Washing: ASTM C117 

 

D.4. Groundwater Measurements 
 
The drillers checked for groundwater while advancing the penetration test borings, and again after auger 
withdrawal. We then filled the boreholes as noted on the boring logs. 
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E. Qualifications 
 

E.1. Variations in Subsurface Conditions 
 

E.1.a. Material Strata 
We developed our evaluation, analyses, and recommendations from a limited amount of site and 
subsurface information. It is not standard engineering practice to retrieve material samples from 
exploration locations continuously with depth. Therefore, we must infer strata boundaries and 
thicknesses to some extent. Strata boundaries may also be gradual transitions, and project planning 
should expect the strata to vary in depth, elevation, and thickness, away from the exploration locations. 
 
Variations in subsurface conditions present between exploration locations may not be revealed until 
performing additional exploration work, or starting construction. If future activity for this project reveals 
any such variations, you should notify us so that we may reevaluate our recommendations. Such 
variations could increase construction costs, and we recommend including a contingency to 
accommodate them. 
 

E.1.b. Groundwater Levels 
We made groundwater measurements under the conditions reported herein and shown on the 
exploration logs, and interpreted in the text of this report. Note that the observation periods were 
relatively short, and project planning can expect groundwater levels to fluctuate in response to rainfall, 
flooding, irrigation, seasonal freezing and thawing, surface drainage modifications and other seasonal 
and annual factors. 
 

E.2. Continuity of Professional Responsibility 
 

E.2.a. Plan Review 
We based this report on a limited amount of information, and we made a number of assumptions to help 
us develop our recommendations. We should be retained to review the geotechnical aspects of the 
designs and specifications. This review will allow us to evaluate whether we anticipated the design 
correctly, if any design changes affect the validity of our recommendations, and if the design and 
specifications correctly interpret and implement our recommendations. 
 



Ryan Companies US, Inc. 
Project B2209443 
November 3, 2022 
Page 22 

 

 

E.2.b. Construction Observations and Testing 
We recommend retaining us to perform the required observations and testing during construction as 
part of the ongoing geotechnical evaluation. This will allow us to correlate the subsurface conditions 
exposed during construction with those encountered by the borings and provide professional continuity 
from the design phase to the construction phase. If we do not perform observations and testing during 
construction, it becomes the responsibility of others to validate the assumption made during the 
preparation of this report and to accept the construction-related geotechnical engineer-of-record 
responsibilities.  
 
E.3. Use of Report 
 
This report is for the exclusive use of the addressed parties. Without written approval, we assume no 
responsibility to other parties regarding this report. Our evaluation, analyses and recommendations may 
not be appropriate for other parties or projects. 
 

E.4. Standard of Care 
 
In performing its services, Braun Intertec used that degree of care and skill ordinarily exercised under 
similar circumstances by reputable members of its profession currently practicing in the same locality.  
No warranty, express or implied, is made. 
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Descriptive Terminology of Soil
Based on Standards ASTM D2487/2488

(Unified Soil Classification System)

Group 

Symbol Group NameB

 Cu ≥ 4 and 1 ≤ Cc ≤ 3
D GW  Well‐graded gravelE

 Cu < 4 and/or (Cc < 1 or Cc > 3)
D GP  Poorly graded gravelE

 Fines classify as ML or MH GM  Silty gravelE F G

 Fines Classify as CL or CH GC  Clayey gravelE F G

 Cu ≥ 6 and 1 ≤ Cc ≤ 3
D SW  Well‐graded sandI

 Cu < 6 and/or (Cc < 1 or Cc > 3)
D SP  Poorly graded sandI

 Fines classify as ML or MH SM  Silty sandF G I

 Fines classify as CL or CH SC  Clayey sandF G I

CL  Lean clayK L M

 PI < 4 or plots below "A" lineJ ML  SiltK L M

Organic OL

CH  Fat clayK L M

MH  Elastic siltK L M

Organic OH

PT  Peat 

Criteria for Assigning Group Symbols and 

Group Names Using Laboratory TestsA

Soil Classification
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Sands 

(50% or more coarse 

fraction passes No. 4 

sieve)

Clean Gravels

(Less than 5% finesC)

Gravels with Fines 

(More than 12% finesC) 

Clean Sands 

(Less than 5% finesH)

Sands with Fines 

(More than 12% finesH)

Gravels

 (More than 50% of 

coarse fraction 

retained on No. 4 

sieve)

Highly Organic Soils

Silts and Clays 

(Liquid limit less than 

50)

Silts and Clays 

(Liquid limit 50 or 

more)

Primarily organic matter, dark in color, and organic odor

Inorganic

Inorganic

 PI > 7 and plots on or above "A" lineJ

 PI plots on or above "A" line

 PI plots below "A" line

Liquid Limit − oven dried

Liquid Limit − not dried   
 <0.75

Organic clay K
 L M N

Organic silt K
 L M O   

Liquid Limit − oven dried

Liquid Limit − not dried   
 <0.75

Organic clay K
 L M P

Organic silt K
 L M Q   

Particle Size Identification
Boulders.............. over 12"  
Cobbles................ 3" to 12"
Gravel

Coarse............. 3/4" to 3" (19.00 mm to 75.00 mm)
Fine................. No. 4 to 3/4" (4.75 mm to 19.00 mm)

Sand
Coarse.............. No. 10 to No. 4 (2.00 mm to 4.75 mm)
Medium........... No. 40 to No. 10 (0.425 mm to 2.00 mm) 
Fine.................. No. 200 to No. 40 (0.075 mm to 0.425 mm)

Silt........................ No. 200 (0.075 mm) to .005 mm
Clay...................... < .005 mm

Relative ProportionsL, M

trace............................. 0 to 5%
little.............................. 6 to 14%
with.............................. ≥ 15%

Inclusion Thicknesses
lens............................... 0 to 1/8"
seam............................. 1/8" to 1"
layer.............................. over 1"  

Apparent Relative Density of Cohesionless Soils
Very loose ..................... 0 to 4 BPF
Loose ............................ 5 to 10 BPF
Medium dense.............. 11 to 30 BPF
Dense............................ 31 to 50 BPF
Very dense.................... over 50 BPF

A. Based on the material passing the 3‐inch (75‐mm) sieve. 
B. If field sample contained cobbles or boulders, or both, add "with cobbles or boulders,  

or both" to group name.
C.  Gravels with 5 to 12% fines require dual symbols:

GW‐GM well‐graded gravel with silt
GW‐GC  well‐graded gravel with clay
GP‐GM poorly graded gravel with silt
GP‐GC  poorly graded gravel with clay 

D. Cu = D60 / D10 Cc =   𝐷30
2 /  ሺ𝐷10 𝑥 𝐷60) 

E. If soil contains ≥ 15% sand, add "with sand" to group name.  
F. If fines classify as CL‐ML, use dual symbol GC‐GM or SC‐SM.
G.  If fines are organic, add "with organic fines" to group name. 
H.  Sands with 5 to 12% fines require dual symbols:

SW‐SM well‐graded sand with silt
SW‐SC  well‐graded sand with clay
SP‐SM poorly graded sand with silt 
SP‐SC poorly graded sand with clay

I. If soil contains ≥ 15% gravel, add "with gravel" to group name. 
J.  If Atterberg limits plot in hatched area, soil is CL‐ML, silty clay. 
K. If soil contains 15 to < 30% plus No. 200, add "with sand" or "with gravel", whichever is 

predominant. 
L.  If soil contains ≥ 30% plus No. 200, predominantly sand, add “sandy” to group name.
M.  If soil contains ≥ 30% plus No. 200 predominantly gravel, add “gravelly” to group name.
N.  PI ≥ 4 and plots on or above “A” line.
O.  PI < 4 or plots below “A” line.
P.  PI plots on or above “A” line.
Q. PI plots below “A” line.

Laboratory Tests
DD Dry density, pcf OC Organic content, % LL Liquid limit
WD Wet density, pcf qp Pocket penetrometer strength, tsf PL Plastic limit 
P200 % Passing #200 sieve MC Moisture content, % PI Plasticity index 

qU Unconfined compression test, tsf

Consistency of  Blows             Approximate Unconfined 
Cohesive Soils             Per Foot            Compressive Strength
Very soft................... 0 to 1 BPF................... < 0.25 tsf
Soft........................... 2 to 4 BPF................... 0.25 to 0.5 tsf
Medium.................... 5 to 8 BPF .................. 0.5 to 1 tsf
Stiff........................... 9 to 15 BPF................. 1 to 2 tsf
Very Stiff................... 16 to 30 BPF............... 2 to 4 tsf
Hard.......................... over 30 BPF................ > 4 tsf

Drilling Notes:
Blows/N‐value:  Blows indicate the driving resistance recorded 
for each 6‐inch interval. The reported N‐value is the blows per 
foot recorded by summing the second and third interval in 
accordance with the Standard Penetration Test, ASTM D1586.

Partial Penetration: If the sampler could not be driven 
through a full 6‐inch interval, the number of blows for that 
partial penetration is shown as #/x" (i.e. 50/2"). The N‐value is 
reported as "REF" indicating refusal.

Recovery:  Indicates the inches of sample recovered from the 
sampled interval. For a standard penetration test, full recovery 
is 18", and is 24" for a thinwall/shelby tube sample.

WOH:  Indicates the sampler penetrated soil under weight of 
hammer and rods alone; driving not required.  

WOR:  Indicates the sampler penetrated soil under weight of 
rods alone; hammer weight and driving not required. 

Water Level:  Indicates the water level measured by the 
drillers either while drilling (       ), at the end of drilling (       ), 
or at some time after drilling (        ).  

Moisture Content:
Dry: Absence of moisture, dusty, dry to the touch.
Moist:  Damp but no visible water.
Wet:  Visible free water, usually soil is below water table.
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