
 

 

CITY OF ELKO NEW MARKET 

SCOTT COUNTY, MINNESOTA 

 

ORDINANCE NO. ___ 

 

AN ORDINANCE AMENDING CITY OF ELKO NEW MARKET  

CITY CODE TITLE 12-9-5 REGARDING STREET STANDARDS 

 

 THE CITY COUNCIL OF THE CITY OF ELKO NEW MARKET, MINNESOTA 

ORDAINS: 

 

 

SECTION 1. Section 12-9-5-1 (B) of the Elko New Market City Code is hereby amended to read 

as follows: 

 

B. Temporary Cul-De-Sacs: In those instances where a street is terminated pending 

future extension in conjunction with future subdivision and more than one hundred fifty 

feet (150') between the dead end and the nearest intersection, a temporary turnaround 

facility shall be provided at the closed end, in conformance with cul-de-sac and applicable 

Fire Code requirements. The temporary cul-de-sac shall be placed inside a temporary 

roadway easement if it is located outside the street right-of-way. At such time as such a 

street is extended, the acreage covered by the turnaround outside the boundaries of the 

extended street shall revert in ownership to the property owner fronting on the temporary 

turnaround. The temporary cul-de-sac shall be surfaced in bitumen and signed as a future 

through street to alert the public that the road is planned to continue into the next 

development upon future subdivision. Financial security shall be required for removal or 

restoration as determined by the City Engineer. 

 

SECTION 2. Section 12-9-5-1 (J) of the Elko New Market City Code is hereby amended to read 

as follows: 

 

J. Cul-De-Sacs: The maximum length of a street terminating in a cul-de-sac shall be 

five hundred feet (500') measured from the centerline of the street of origin to the end of 

the right of way.  Streets terminating in a temporary cul-de-sac pending future street 

extension shall be exempt from this requirement. 

 

SECTION 3. Section 12-9-5-1 (K) of the Elko New Market City Code is hereby amended to read 

as follows: 

 

K. Centerline Gradients: All centerline gradients shall be designed in accordance with 

the approved Engineering Manual at least five-tenths percent (0.5%) and shall not exceed 

eight percent (8%) unless approved by the city engineer. 

 

SECTION 4. Section 12-9-5-1 (L) of the Elko New Market City Code is hereby amended to read 

as follows: 

 



 

 

L. Vertical Curves: Changes in grade shall be connected by vertical curves and shall 

meet the requirements of the MnDOT Facility Design Guide for the design speed of the 

roadway. 

 

SECTION 5. Section 12-9-5-1 (O) of the Elko New Market City Code is hereby amended to read 

as follows: 

 

O. Half Streets: Half streets shall be prohibited, except where essential to the 

reasonable development of the subdivision in conformity with the other requirements of 

this title, and except where the city council finds it practicable to require dedication of the 

other half when adjoining property is subdivided. In such cases, the developer shall provide 

an escrow in an amount determined necessary to construct the full street. Wherever there 

is a half street adjacent to a tract to be subdivided, the other half of the street shall be platted 

within the tract prior to the granting of access. 

 

SECTION 5. Section 12-9-5-1 (V) of the Elko New Market City Code is hereby amended to read 

as follows: 

 

V. Soil Investigation: To determine subgrade soils classification and bearing capacity 

of the soils in the proposed development, a soil investigation report shall be prepared under 

the supervision of a soils engineer associated with a qualified soils testing service and be 

provided to the city engineer. The report shall contain the design recommendation for the 

street section based on seven (7) ton design. In proposed streets, soils investigation shall 

be performed at intervals not to exceed five hundred (500) linear feet. The soil borings 

completed during the investigation shall be at least ten feet (10') in depth below the 

proposed finished grade and five feet (5') below the proposed elevations of utilities. 

Groundwater levels shall be reported at each boring. Elevations shall be in mean sea level 

datum. Locations of borings shall be measured in the field and accurately shown on the 

plans. 

 

SECTION 6. Section 12-9-5-1 (Y) of the Elko New Market City Code is hereby amended to read 

as follows: 

 

Y. Boulevards: All boulevards shall be sodded or seeded and blanketed per the City 

standard street detail before acceptance of streets by the City. 

 

SECTION 7. Section 12-9-5-1 (BB) of the Elko New Market City Code is hereby amended to 

read as follows: 

 

BB. Lighting: Streetlights conforming to city specifications shall be installed at the 

locations approved by the city engineer. Easements may be required along property lines 

from utility easements on rear lot lines to rights of way so as to provide for streetlight 

intervals not to exceed three hundred fifty feet (350') six hundred feet (600’). The 

engineering manual provides specific requirements. 

 

SECTION 6. This ordinance shall take effect immediately upon its passage and publication. 

 



 

 

 PASSED AND ADOPTED this ___ day of ____ 2025 by the City Council for the City of 

Elko New Market. 

 

 

 

CITY OF ELKO NEW MARKET 

 

       BY: ________________________________ 

               Andrew Ganfield, Mayor 

 

ATTEST: 

 

__________________________________ 

Thomas Terry, City Administrator/Clerk 
         


